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FIAC PROFESSIONAL

AIR COMPRESSORS

We are experts in 
compressed air. 
To ensure you never go 
short of air.
Always close to your needs.

Fiac Professional Air Compressors is based in Casalecchio di Reno, in the province of Bologna, 

and it is specialized in the sale of air compressors for DIY, professional and industrial uses. 

With a history of over forty years, it is a world reference company in the field of compressed air 

products with production facilities also in Brazil and China. In 2016 the historic Italian brand and 

Atlas Copco combine their resources, achieving a perfect combination of experience and 

professionalism of both brands.

In 2019 FIAC Professional Air Compressors S.R.L. was established, which represents the 

reference Customer Center for FIAC products. 

Thanks to a widespread network of 2000 distributors in Italy and over 600 abroad, Fiac Air 

Compressors serves customers in 110 countries around the world, operating in the main markets 

such as Italy, Western and Eastern Europe, North and South America and the Middle East. 

Every day FIAC works to develop sustainable products at a high technological level by 

introducing new products on the market and, through the numerous authorized Assistance 

Centers, present on Italian and foreign soil, follows customers in a careful and widespread 

way to provide every type of support.

832-327-7452 sales@silentaire.com
5250 N Sam Houston Pkwy W
#850
Houston, TX 77086
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AIRBLOK BD

Super silent rotary screw air compressors 

fixed or variable speed | 7,5 - 40 HP |

Belt Drive | 

Digital Controller

FIAC rotary screw compressors of the AIRBLOK BD series are characterized by the coupling between the 

electric motor and high performance air end with optimal rotation speed.

The cast-iron conical coupling pulley ensure the transmission stability, low mechanical stress and easy 

maintenance operations. 

The excellent layout of the easy maintenance the efficiency 

of the forced ventilation system ensure the heat exchange as well as making maintenance quick and 

economical thanks 

to the easy access guaranteed by a system of mobile panels equipped with safety locks.

During the design phase, deep attention was given to make simple machine installation.

 Efficient cooling system and ventilation

Aluminium cooler with large radiating surfaces. Ventilation 
system keep the fluid dynamic circuits correctly cooled.

Removable fiber crossed pre-filter for easy cleaning. Limited 
outlet compressed air temperature respect to ambient 

temperature.

 Belt transmission

Simple belt tightening by turning the screws. Giuded 
sliding along plate.
Quick and safe belt maintenance.

///

Key features
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 Electric components

High efficiency motor IE3.
Protection class IP55, insulation Class F. Ventilated control cabinet.

 High efficiency compression unit

In-house designed air end with optimal selection of lobe quantity (4/6), type 
of profile and rotor dimensions grant:

• High compressed air capacity.

• Optimum rotors speed.

• Long lived and efficient bearings.

• Very high reliability.

Optimized separation system: 3 stages

Separation oil/air by centrifugal force in the separator tank. 
Gravitational separation through reversal of flow direction. 
High efficiency coalescent in cartridge.

Powerful radial electro fan

Silent.
Powerful.
High prevalence.
High air exchange inside the cabinet.   

/// 

Overview of controllers

Air Energy Control 3 o  “Standard” Air Energy Control 3+ o “Grafica”

•

Simple and intuitive 

pictorial controller•

Possibility of connection 

CAN (slave) •

Integrated dryer control•

Optional connectivity 

(  kit)

• Graphical controller

• Possibility of connection via

• CAN 

(master-slave ECO6i license)

• Weekly timer

• Optional connectivity 

(  kit)

AX BD VSD as standard 

AX BD as optional
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AIRBLOK 73 ÷ 403 BD

 Versions available: 220/60/3, 230/50/3, 230/60/3, 380/60/3, 440/60/3, 575/60/3, 380-440/60/3, TRI/60/3

Type Code LxPxH

EAN CODE bar psi l/min CFM m3/h HP kW BSP dB (A)
mm

in
kg
lb

AIRBLOK 73 BD
on request 8 116 880 31.1 52,8

7,5 5,5 3/4” 62 1065x615x1070
41.9x24.2x42.1

241
53110 145 700 24.7 42

AIRBLOK 103 BD

on request 8 116 1240 43.8 74,4
10 7,5 3/4” 63 1065x615x1070

41.9x24.2x42.1

246
542

10 145 1080 38.1 64,8
13 188 830 29.3 49,8

AIRBLOK 153 BD

on request 8 116 1675 59.2 100,5
15 11 3/4” 65 1065x615x1070

41.9x24.2x42.1

266
586

10 145 1510 53.3 90,6
13 188 1210 42.7 72,6

AIRBLOK 203 BD

on request 8 116 2330 82.3 139,8
20 15 3/4” 67 1065x615x1070

41.9x24.2x42.1

270
595

10 145 2110 74.5 126,6
13 188 1690 59.7 101,4

AIRBLOK 253 BD

on request 8 116 3110 109.8 186,6
25 18,5 1” 69 1130x780x1220

44.5x30.7x48.0

361
796

10 145 2720 96.1 163,2
13 188 2300 81.2 138

AIRBLOK 303 BD

on request 8 116 3650 128.9 219
30 22 1” 70 1130x780x1220

44.5x30.7x48.0

377
831

10 145 3240 114.4 194,4
13 188 2770 97.8 166,2

AIRBLOK 403 BD

on request 8 116 4326 152.8 259,6
71 1130x780x1220

44.5x30.7x48.0

470
1036

10 145 3900 137.7 234 40 30 1”
13 188 3436 121.3 206,2

Super silent rotary screw air compressors 

fixed speed | 7,5 - 40 HP | Belt Drive | 

Digital Controller

Type Code

 Synthetic oil 8000h 0000051333

 Transport crate 0000050336

Food-grade oil 0000051349

 Graphic controller upgrade 0000051378

Graphic controller upgrade + ECO6I    0000051383

 OPTION
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Versions available: 440/60/3, 460/60/3

Type Code
min max

LxPxH

EAN CODE bar psi l/min CFM m3/h l/min CFM m3/h HP kW BSP dB (A)
mm

in
kg
lb

AIRBLOK 103 BD-SD 5-13 on request
9,5 138 335 11.8 20,1 1040 36.7 62,4

10 7,5 3/4" 63 1065x615x1095
41.9x24.2x43.1

255
56212,5 181 415 14.7 24,9 825 29.1 49,5

AIRBLOK 153 BD-SD 5-13 on request
9,5 138 410 14.5 24,6 1440 50.9 86,4

15 11 3/4" 65 1065x615x1095
41.9x24.2x43.1

275
60612,5 181 450 15.9 27 1200 42.4 72

AIRBLOK 203 BD-SD 5-10 on request
7,5 109 620 21.9 37,2 2310 81.6 138,6

20 15 3/4" 67 1065x615x1095
41.9x24.2x43.1

280
6179,5 138 670 23.7 40,2 1990 70.3 119,4

AIRBLOK 203 BD-SD 5-13 on request
9,5 138 485 17.1 29,1 1865 65.9 111,9

20 15 3/4" 67 1065x615x1095
41.9x24.2x43.1

280
61712,5 181 610 21.5 36,6 1725 60.9 103,5

AIRBLOK 253 BD-SD 5-10 on request
7,5 109 575 20.3 34,5 2935 103.6 176,1

25 18,5 1" 69 1130x780x1220
44.5x30.7x48

370
8169,5 138 770 27.2 46,2 2615 92.3 156,9

AIRBLOK 253 BD-SD 5-13 on request
9,5 138 490 17.3 29,4 2465 87.1 147,9

25 18,5 1" 69 1130x780x1220
44.5x30.7x48

370
81612,5 181 610 21.5 36,6 2155 76.1 129,3

AIRBLOK 303 BD-SD 5-10 on request
7,5 109 625 22.1 37,5 3390 119.7 203,4

30 22 1" 70 1130x780x1220
44.5x30.7x48

400
8829,5 138 865 30.5 51,9 3080 108.8 184,8

AIRBLOK 303 BD-SD 5-13 on request
9,5 138 530 18.7 31,8 3050 107.7 183

30 22 1" 70 1130x780x1220
44.5x30.7x48

400
88212,5 181 755 26.7 45,3 2510 88.6 150,6

AIRBLOK 403 BD-SD 5-10 on request
7,5 109 1456 51.4 87,4 4400 155.4 264

40 30 1” 71 1130x780x1220
44.5x30.7x48

447
9859,5 138 1804 63.7 108,2 3997 141.2 239,8

AIRBLOK 403 BD-SD 5-13 on request
9,5 138 1600 56.5 96 3792 133.9 227,5

40 30 1” 71 1130x780x1220
44.5x30.7x48

447
98512,5 181 1347 47.6 80,8 3245 114.6 194,7

AIRBLOK 103 ÷ 403 BD/
SD with inverter

Super silent rotary screw air compressors 

variable speed | 10 - 40 HP | Belt Drive | 

Digital Controller

Type Code

Synthetic oil 8000h 0000051333

Transport crate 0000050336

 
Food-grade oil 0000051349

Graphic controller upgrade + ECO6I  0000051383 

 OPZIONI / OPTION
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 High efficiency compression unit

In-house designed air end with optimal selection of lobe 

quantity, type of profile and rotor dimensions grant:

• High compressed air capacity.

• Optimum rotors speed.

• Long lived and efficient bearings.

• Very high reliability.

Powerful radial electrofan
Silent.

Powerful.

Low peripheral speed.

High prevalence.

High air exchange in cabinet.

LESS LOSS transmission

Precisely machined gears

Transmission with minimum loss of power.

No ordinary maintenance.

Noise less.

Significant reduction of loads on the shaft.

Suction valve regulator

Electro-pneumatically butterfly valve. Incorporated

automatic non-return valve.

Total elimination of troublesome oil return problems

within air filter.

/// LESS LOSS transmission ///  Powerful radial electrofan ///  Suction valve regulator

/// Overview of controllers

Air Energy Control 3S o “Swipe” Air Energy Control 3T o “Touch”

• Quick-scroll controller

• Possibility of connection via 

CAN (master-slave)

• Integrated connectivity 

AX DR standard 

AX DR VSD standard

• Easy-to-use touch screen 

controller

• Possibility of connection via 

CAN (master-slave)

• Integrated connectivity

• Weekly timer 

AX DR VSD iPM standard 

AX DR optional 

AX DR VSD optional



5250 North Sam Houston Pkwy W, Suite 850 
Houston, TX 77086
sales@silentaire.com
www.silentaire.com
832-327-7452

FIAC PROFESSIONAL AIR COMPRESSORS srl, nell’ottica di 

migliorare costantemente i prodotti, si riserva di aggiornare le 

caratteristiche presenti in questo catalogo senza preavviso. I 

requisiti dei prodotti sono indicati chiaramente. Le immagini sono 

puramente indicative.

www.fiac.it

Cod. 2236116901 - R0 - 022025
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